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EMSA 22-82 kVA T1echnical Specifications

POWE|
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Moteur

. Moteur 4 temps, a refroidissement & eau, équipe de systeme
d'injection directe.

. Régulateur de vitesse électronique ou mécanique.

. Guides cylindres remplacables.

. Démarreur et alternateur de charge alimenter en : 24V D.C.

. Refroidissement par radiateur fropical (température supérieur 50°C).

. Filtre a aire remplacable.

. Tuyaux de carburant flexible, vanne de vidange d'huile.

. Silencieux d'échappement de type industriel.

. Batterie de démarrage avec acide de plomb.

. Equipe de résistance de préchauffage pour les modeles automatique.
. Manuel d'exploitation et de maintenance, circuit électrique fournies.

Qualité et standard

Les groupes électrogénes IMSAN répandent au standards VDE 0530, BSE 4999,
BS 5000, IEC 34.

Tout nos produits sont conforme aux normes d'assurance qualité et
certifications : TSE, ISO 2001 et AQA international.

Equipements extra

. Commutateur de démarrage.

. Indicateur de niveau de carburant.

. Amperemétre de charge.

. Disjoncteur magnéto thermique (pour les modeles automatiques).
. Silencieux d'échappement type résidentiel.

. Capotage d'insonorisation.

. Remorque.

. Panneau de synchronisation.

. ATS 4 pdles.

. Panneau de contréle équipe d'afficheur LCD.

EMSA Series

Diesel Generator Sets

Panneau de controéle

. Compteur horaire.

. Bouton d'arrét d'urgence.

. Indicateur de charge.

. Systeme de charge batterie.

. Démarrage a distance par R$232.

Protections moteur, instruments et alarmes
. Protection sur temperature moteur.

. Protection sous pression d'huile moteur.

. Protection de sous et sure vitesse.

. Protection de niveau bas liquide de refroidissement.

. Protection de sure charge.

. Protection de sous et sure charge batterie.

. Protection de sous et sur tension et fréquence alternateur.

Chassis
. Chassis en acier avec suspension anti vibration.
. Réservoir journalier intégre au chassis.

Alternateur

. Sans balais, mono palier, a 4 pdles. . Isolation classe H.

. Degré de protection standard IP21 ou Ip23. . Auto exciter et réguler.
. Equipe de régulateur automatique de tension (AVR).

Capotage d'insonorisation

. Le capotage et du type modulaire.

. Les différentes parties sont assemblée par vis et écroue (sans soudage).

. Ca manutention facile.

. Le bouton d'arrét d'urgence et monté a I'extérieur du capotage.

. Le silencieux d'échappement et installer a l'intérieur du capotage et
protéger.
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EMSA Series

Diesel Generator Sets

EMSA Series Diesel Generator Sets 22- 82 kVA
| MODEL | EN22 | EN30 | EN35 | ENSO | ENTO | ENB2 |

STAND BY

GEN - SET kW

POWER KVA

PRIME
kW

GROUP

CANOPY DIMENSION (W x L x H) mm
CANOPY WEIGHT kg
OPEN DIMENSION (W x L x H) mm
OPEN WEIGHT kg
BRAND
TYPE

STAND BY kw
POWER

PRIME kw

SPEED (rpm)
CYCLE
DISPLAGEMENT (1t
NUMBER OF CYLINDERS

BORE AND STROKE (mm x mm)

ENGINE

COMPRESSION RATIO
GOVERNORTYPE
ASPIRATION
COMBUSTION SYSTEM
COOLING SYSTEM
%100 OF PRIME POWER
FUEL

CONSUMPTION
(It/h)

%75 OF PRIME POWER
%50 OF PRIME POWER
TOTALLUBRICATION SYSTEM CAPACITY (it)

ETKA

17.6
20
16

24
2]
218

28
32
255

40
45
364

56
65
52

65,6
15
59,6

840x2200x1600 840x2200x1600 1040 x 2750x1700 1040 x 2750 x 1700 1040x 2750 x 1700 1040 x 2750 x 1700

634

T4

81

942

1122

14

800x1470x1380 800 x1470x1380 100018501380 1000 x 1850 x 1380 1000 x 1850 x 1450 1000 x 1920 x 1450

484
EMSA
£4-2.21D
21
19
1500
4
2,156
4INLINE
85x95

18:1

5,62
422
281

564
EMSA
£4-2.54D
29
26
1500
4
2,54
4INLINE
90x100

18:1

NATURALLY

155

5,66
37

607
EMSA
£4-3.17D
33
30
1500
4
3,61
4INLINE
100115

191

MECHANICALLY / ELECTRONIC

132
EMSA
£4-3.85D
45
4
1500
4
3,61
4INLINE
100115

191

DIRECTINJECTION

8,56
6,42
4,28

WATER

179
8,84
589

912
EMSA
£4-4.33TD
13
66
1500
4
433
4INLINE
105x125

16:1

TURBOCHARGED

1531

1148
1,66

931
EMSA
£4-4.331D
13
66
1500
4
433
4INLINE
105x125

16:1

18,01
1351
9,00



EMSA Series

Diesel Generator Sets

EMSA Series Diesel Generator Sets100-165 kVA
| MODEL | CENIOO | ENUO | ENI25 | ENSO | NG5

STAND BY
. KW 80 8 100 120 132
POWER KVA g 100 1l5 136 150
o PRINE
= KW 27 80 » 109] 120
o
€S CANOPY DIMENSION OW x Lx H) mm 1090x3200x2000  1090x3200x2000 1030x3200x2000 1090x3200x2000 10903200 2000
CANOPY WEIGHT ke 1545 1545 1545 720 1765
OPEN DIMENSION (W x Lx H) mm 1050x2300x1880  1050x2300x1660  1050x2300x1660  1050x2300x170  1050%2300x 710
OPEN WEIGHT kg 275 1275 1275 1150 195
BRAND EMSA EMSA EMSA EMSA EMSA
TVPE 6.67510 E6.67510 £6.67510 £6.6.750TD £6.7.0517D
STANDBY kW 110 110 10 31 04
POWER
PRIME KW 100 100 100 119 31
SPEED (rpm) 1500 1500 1500 1500 1500
OVCLE 4 4 4 § §
DISPLACEMENT () 649 649 649 675 701
NUMBER OF CYLINDERS BINLINE BINLINE BINLINE BINLINE BINLINE
L= BOREAND STROKE (am xmim) 105x125 105125 105125 105%130 1054135
[da]
= COMPRESSION RATIO 61 161 161 161 161
GOVERNORTYPE MECHANICALLY / ELECTRONIC
ASPIRATION TURBOCHARGED TURBOCHARGED - AIRTO AIR CHARGE COOLED
COMBUSTION SYSTEM DIRECTINJECTION
COOLING SYSTEM WATER
%100 OF PRIME POWER N B9 2118 305 3347
UL
CONSUMPTION %75 OF PRIME POWER 1831 79 2038 2288 2510
(h)
3450 OF PRIME POWER 1087 196 1359 1526 1674
TOTAL LUBRICATION SYSTEM CAPACITY (1) 5 5 5 18 8

ETKA
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DEUTZ 3560 kVA Technical Specifications

ENGINE

- DEUTZ 226B series heavy service type gen-set engine

- A cycle, water cooled standard / turbocharged / turbocharged air to air or water
direct injection

- Mechanic / electronic governor system

- 12/24 volt self-starter and charger alternator

- Changeable air, fuel and oil filter

« Tropical type radiator

- Flexible fuel hose

- Oil discharge valf and extensive hose

- Industrial type capacity muffler, exhaust spiral or compensator

- Maintenance free battery

- Engine block water heater (in automatic models)

- Diesel gen-set maintenance and operating instructions and electrical circuit
diagram

QUALITY STANDARD

Our gen-sets; VDE 0530, BS 4999, BS 5000, IEC 34, TS IS0 8528, TS EN 12601
are manufactured in accordance with the requirements of standards above.

Our company fulfills ISO 9001:2008, IS0 14001:2004, OHSAS 18001:2007
management system requirements, and have the accredited certificates of

Kiwa & MEYER. Also we've GOST-R certificate. Our gen-sets have TS IS0 8528-5,
TS EN 12601 product standard certificates.

Our gen-sets are CE certified in accordance with the requirements of 2000/14/EC,

noise emission directive.

ALTERNATOR

- Brushless, single beded, flexible disc 4 pole synchronic alternator

- Htype isolation class.

« [P 21-23 protection class.

- Self caution,

« Electronic automatic voltage regiilator

- Stator roller 2/3 step for harmonic failure

- Toavoid oil and/or acid in alternator roller isolation lacquer was used.

Diesel Generator Sets

EXTRA EQUIPMENTS

- Charge ampermeter

« Moulded case circuit braker (in automatic models)
- Hospital (critical) type silencer

- Noise isolation canopy

+ Mobile - trailer

- Synchroneous control panel for 2-16 gen-sets
« 4 pole automatic transfer panel

- Fueland oil heater

- Alternator heater

- Automatic fuel filling system

- Fuel-water separation filter

CANOPY

- Noise isolation canopy designed upon modular approach

- Canopy installation executed with screw and nut, without welding process.
- Canopy painted with epoxy polyester powder paint

- Canopy designed for easy and swift gen-set maintenance

- Lockable doors on hoth sides of canopy

- Emergency stop button

- Transparent panel inspection hole

AUTOMATIC CONTROL PANEL

- LCD display screen
- Emergency stop button
- Accumulator charge device

GEN-SET SAFETY PROTECTION & ALARMS

- Engine temperature gauge - Peak current load

+ Low oil pressure - Peak and low gen-set voltage and
- Peak and low engine speed frequency

- Radiator low water level - Start / stop failure

- Hardware and materials needed
+ USB port output

AV kA
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DEUTZ 226B Serisi

Diesel Generator Sets

DEUTZ 226B Series Diesel Generator Sets 35-60 kVA
| MODE | B35 | ED52 | ED6D

GROUP

ENGINE

STAND BY

GEN - SET kW

POWER KVA

PRIME
kW
CANOPY DIMENSION (W x Lx HY mm
CANOPY WEIGHT kg
OPEN DIMENSION (W x Lx HY mm
OPEN WEIGHT kg
BRAND
TYPE
STAND BY kW
POWER
PRIME kW
SPEED (rpm)
CYCLE
DISPLACEMENT (1Y)
NUMBER OF CYLINDERS
BORE AND STROKE (mm x mm)
COMPRESSION RATIO
GOVERNORTYPE
ASPIRATION
COMBUSTION SYSTEM
COOLING SYSTEM
%100 OF PRIME POWER
FUEL

CONSUMPTION
(It/h)

%15 OF PRIME POWER
%50 OF PRIME POWER
TOTALLUBRICATION SYSTEM CAPACITY (It)

ETKA

28
32
2506
1040 x 2350 x 1600
91
1000 x 1660 x 1380
182
DEUTZ
02268-3D
330
30,0
1500
4
3
JINLINE
105x120
16,41

NATURALLY

8,12
6,09
4,06
125

46
48
384
1040x 2750 x1700
1120
1000 x 1850 x 1440
910
DEUTZ
10226B-3D
5.2
50,2
1500
4
3
JINLINE
105x120
15,541
MECHANICALLY / ELECTRONIC
TURBOCHARGED
DIRECT INJECTION
WATER
.
8,83
589
125

48
55
44
1040x 2750 x 1700
1120
1000 x 1850 x 1440
910
DEUTZ
10226B-3D

JINLINE
105x120
15,51



DEUTZ WP Series

Diesel Generator Sets

DEUTZ WP Series Diesel Generator Sets 70-150 kVA
| MODEL | EDj0 | Epso | E0 | EDi20 | EDISO |

GROUP

ENGINE

STAND BY

GEN - SET kW

POWER KVA

PRIME
kW
CANOPY DIMENSION (W x Lx HY mm
CANOPY WEIGHT kg
OPEN DIMENSION (W x Lx HY mm
OPEN WEIGHT kg
BRAND
TYPE
STAND BY kW
POWER
PRIME kW
SPEED (rpm)
CYCLE
DISPLACEMENT (19
NUMBER OF CYLINDERS
BORE AND STROKE (mm x mm)
COMPRESSION RATIO
GOVERNORTYPE
ASPIRATION
COMBUSTION SYSTEM
COOLING SYSTEM
%100 OF PRIME POWER
FUEL

CONSUMPTION
(It/h)

%15 OF PRIME POWER
%50 OF PRIME POWER
TOTALLUBRICATION SYSTEM CAPACITY (It)

ETKA

56
65
52
1040x 2300 x 1700
1165
1000 x 1960 x 1500
945
DEUTZ
WP4DE6E200-E
66
60
1500
4
45
4INLINE
105x130
18:1

13,84

10,50

150
10

12
82
655
1040 x 2900 x 1700
1280
1000 x1960 x 1500
1070
DEUTZ
WP4DE6E200-D
&
90
1500
4
45
4INLINE
105x130
18:1

88
100
80

1040 x 2300 x 1700

1365

1000 x 2000 x 1500

1155
DEUTZ
WP4DE6E200-D
99
90
1500
4
45
4INLINE
105x130

181

MECHANICALLY / ELECTRONIC

TURBOCHARGED

17,00
1290
921

DIRECT INJECTION
WATER
20,16
1576
11,26
10

96 120
10 136
88 109
1090x3380x2000 1090 x 3380 x 2000
1480 1540
1050x2300x1600 1050 x 2300 x 1600
1210 1210
DEUTZ DEUTZ
WP4D100E200-E WP4D100E200-D
107 132
91 120
1500 1500
4 4
45 45
4INLINE 4INLINE
105x130 105x130
18:1 18:1
ELECTRONIC

TURBOCHARGED - AIRTO AIR CHARGE COOLED

2212 28,05

17,01 21,08

11,78 14.54
10 10



DEUTZ WP Series

Diesel Generator Sets

DEUTZ WP Series Diesel Generator Sets 167-235 kVA
| MODEL | EDi67 | EDIB) | ED200 | ED215 | ED235 |

STAND BY
- KW 1336 m 160 m 188
POWER KVA 152 164 182 196 21

o PRINE
= KW 05 31 15 157 m
=
S CANOPY DIMENSION W x Lx H) mm 1090x3380x2000 109033802000 1090x3380x2000  1030x3380%2000 1090 %3380 2000
CANOPY WEIGHT ke 1785 1785 1890 1890 95
OPEN DIMENSION (W x Lx ) mm 1050x2460x 710 1050x2460xTM0  1050x25001M0  1050x2500x 710 1050 x 2550 x 710
OPEN WEIGHT kg 1515 515 1620 1620 1645
BRAND DEUTZ DEUTZ DEUTZ DEUTZ DEUTZ
TVPE WPEDI32ZE200E  WPGDIZZE200D  WPEDIS2200D  WPGDIS2E200E  WPBDIS2E200.D
STANDBY kW 118 175 5 186 203
POWER
PRIME KW 133 160 160 1687 1845
SPEED (rpm) 1500 1500 1500 1500 1500
OYCLE 4 4 4 § 4
DISPLACEMENT (1 675 675 675 675 675
NUMBER OF CYLINDERS BINLINE BINLINE BINLINE BINLINE BINLINE
== BOREAND STROKE Gumxmim) 105x130 105x130 105130 105x130 105130
S
= COMPRESSION RATIO 81 181 181 181 181
GOVERNOR TYPE ELECTRONIC
ASPIRATION TURBOCHARGED - AIRTO AIR CHARGE COOLED
COMBUSTION SYSTEM DIRECTINJECTION
COOLING SYSTEM WATER
5100 OF PRIME POWER 3025 279 3644 39,03 o
UL
CONSUMPTION %75 OF PRIME POWER 09 2189 2765 2941 318
(i)
9450 OF PRIME POWER 1548 1879 1865 2031 22
TOTAL LUBRICATION SYSTEM CAPACITY () 20 2 2 2 2

ETKA



DEUTZ 1015 Series

Diesel Generator Sets

DEUTZ1015 Series Diesel Generator Sets 290-360 kVA

MODEL 00290 |  EDO3I5 |  EDO36O
kVA 290 315 360

STAND BY

GEN - SET kW

POWER KVA

PRIME
kW

GROUP

CANOPY DIMENSION (W x L x H) mm
CANOPY WEIGHT kg
OPEN DIMENSION (W x Lx HY mm
OPEN WEIGHT kg
BRAND
TYPE

STAND BY kW
POWER

PRIME kW

SPEED (rpm)
CYCLE
DISPLACEMENT (19
NUMBER OF CYLINDERS

BORE AND STROKE (mm x mm)

ENGINE

COMPRESSION RATIO
GOVERNORTYPE
ASPIRATION
COMBUSTION SYSTEM
COOLING SYSTEM
%100 OF PRIME POWER
FUEL
CONSUMPTION %75 OF PRIME POWER
Wh) %50 OF PRIME POWER

TOTALLUBRICATION SYSTEM CAPACITY (It)

ETKA

232
263
20
1400 x 3300 x1990
2130
1400 x 2750 x 1860
2040
DEUTZ
BFEMI015-GA
2]
20
1500
4
1906
6V-FORM 90° ANGLE
132 x5
16.51

TURBOCHARGED

52,31

39,55

26,78
38

252
284
21
1600 % 3600 x 2090
2970
1600 3000 x 1940
270
DEUTZ
BFBMI0ISC-GIA
250
2213
1500
4
1906
BV-FORM 90° ANGLE
132 x5
16.51

ELECTRONIC

288
3%
260
1600 x 3600 x 2090
3050
1600 x 3000 x 1940
2600
DEUTZ
BFBMI05C-G2A
285
2591
1500
4
11906
6V-FORM 90° ANGLE
132x145
16,51

TURBOCHARGED - AIRTO AIR CHARGE COOLED

DIRECT INJECTION
WATER
56,25
£52
2178
38

63,92

48,33

32,74
38



DEUTZ 1015 Series

Diesel Generator Sets

DEUTZ1015 Series Diesel Generator Sets 400-460 kVA

MODEL ED0400 ED0430 ED0460
KVA 400 130 460

GROUP

ENGINE

STAND BY

GEN - SET kW

POWER KVA

PRIME
kW
CANOPY DIMENSION (W x L x HY mm
CANOPY WEIGHT kg
OPEN DIMENSION (W x Lx HY mm
OPEN WEIGHT kg
BRAND
TYPE
STAND BY kW
POWER
PRIME kW
SPEED (rpm)
CYCLE
DISPLACEMENT (19
NUMBER OF CYLINDERS
BORE AND STROKE (mm x mm)
COMPRESSION RATIO
GOVERNORTYPE
ASPIRATION
COMBUSTION SYSTEM
COOLING SYSTEM

%100 OF PRIME POWER

%15 OF PRIME POWER
%50 OF PRIME POWER

TOTAL LUBRICATION SYSTEM CAPACITY (1)

FUEL
CONSUMPTION
(It/h)

ETKA

320
357
286
1600 x 3600 x 2090
3214
1600x 30001940
2164
DEUTZ
BFEM1015C-G3A
314
2855
1500
4
11306
6V-FORM 90° ANGLE
132 x 145
16.5:1

10,08

52,39

3470
38

I
392
31
1600 % 3600 x 2090
3264
1600 3000 x 1940
2814
DEUTZ
BFEMI015C-G4
345
3136
1500
4
1906
BV-FORM 90° ANGLE
132 x5
16.51
ELECTRONIC
TURBOCHARGED - AIR TO AIR CHARGE COOLED
DIRECT INJECTION
WATER
1963
58,88
3812
38

368
415
332
1600 x 3600 x 2090
3320
1600x 3000 x 1940
2810
DEUTZ
BFGMI015CP-G
365
3318
1500
4
11306
6V-FORM 90° ANGLE
132 x 145
16.5:1

83,85

62,59

4133
38



DEUTZ 1015 Series

Diesel Generator Sets

DEUTZ 1015 Series Diesel Generator Sets 525-575 kVA

MODEL 055 | 0550 | EDOSS
kVA 525 550 575

GROUP

ENGINE

STAND BY

GEN - SET kW

POWER KVA

PRIME
kW
CANOPY DIMENSION (W x Lx HY mm
CANOPY WEIGHT kg
OPEN DIMENSION (W x Lx HY mm
OPEN WEIGHT kg
BRAND
TYPE
STAND BY kW
POWER
PRIME kW
SPEED (rpm)
CYCLE
DISPLACEMENT (1Y)
NUMBER OF CYLINDERS
BORE AND STROKE (mm x mm)
COMPRESSION RATIO
GOVERNORTYPE
ASPIRATION
COMBUSTION SYSTEM
COOLING SYSTEM

%100 OF PRIMEPOWER

%15 OF PRIME POWER
%50 OF PRIME POWER

TOTAL LUBRICATION SYSTEM CAPACITY (1)

FUEL
CONSUMPTION
(it/h)

ETKA

420
415
380
1600 x 4000 x 2240
4220
1600 x 3500 x 2140
3410
DEUTZ
BFBM1015C-GIA
418
380
1500
4
15,874
8V-FORM 90° ANGLE
132 x145
16.5:1

92,84

69,73
46,62

48

440
500
400
1600x 4000 x 2240
4210
1600 x 3500 x 2140
3465
DEUTZ
BFBM1015C-G2
440
400
1500
4
15,874
8V-FORM 90° ANGLE
132x145
16.5:1
ELECTRONIC
TURBOCHARGED - AIRTO AIR CHARGE COOLED
DIRECT INJECTION
WATER

98,68

137

48,86
48

460
522
418
1600 x 4000 x 2240
4310
1600 x 3500 x 2140
3510
DEUTZ
BFBM1015CP-GIA
459
413
1500
4
15,874
8V-FORM 90° ANGLE
132 x 145
16.5:1

10744

19,08
50,72

48



DEUTZ 1015 Series

Diesel Generator Sets

DEUTZ 1015 Series Diesel Generator Sets 615-700 kVA

MODEL | ED0GI5 |  EDOG4O EDOGT5 EDO700
kVA 615 640 675 100

GROUP

ENGINE

STAND BY

GEN - SET
POWER

PRIME

CANOPY DIMENSION (W x Lx HY mm
CANOPY WEIGHT kg
OPEN DIMENSION (W x Lx HY mm
OPEN WEIGHT kg
BRAND
TYPE

STAND BY
POWER

PRIME

SPEED (rpm)
CYCLE
DISPLACEMENT (19
NUMBER OF CYLINDERS
BORE AND STROKE (mm x mm)
COMPRESSION RATIO
GOVERNORTYPE
ASPIRATION
COMBUSTION SYSTEM
COOLING SYSTEM

%100 OF PRIME POWER

FUEL
CONSUMPTION
(It/h)

%50 OF PRIME POWER
TOTALLUBRICATION SYSTEM CAPACITY (It)

ETKA

kW
kVA
kW

kW
kW

%15 OF PRIME POWER

432
555
444
1600 x 4000 x 2240
4380
1600 x 3500 x 2140
3580
DEUTZ
BFBM1015CP-G2
430
4455
1500
4
15,874
8V-FORM 90° ANGLE
132x145
16.5:1

17.31

86,56

55,75
48

512
580
464
1600 x 4000 x 2240
4425
1600 x 3500 x 2140
3625
DEUTZ
BFBM1015CP-G3
509
4627
1500
4
15,874
8V-FORM 90° ANGLE
132 x 145
16.5:1

540
614
491
1600 x 4000 x 2240
4480
1600 x 3500 x 2140
3680
DEUTZ
BFBMI015CP-G4
540
4309
1500
4
15,874
8V-FORM 90° ANGLE
132 x 145
16.5:1

ELECTRONIC

TURBOCHARGED - AIRTO AIR CHARGE COOLED

DIRECT INJECTION

12524

91,02

56,80
48

132,81

1371

60,26
48

560
636
509
1600 x 4000 x 2240
4515
1600 x 3500 x 2140
315
DEUTZ
BFBM1015CP-G5
560
5091
1500
4
15,874
8V-FORM 90° ANGLE
132 x 145
16.5:1

13179

19,08

6249
48
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WE'CHA' 275360 kVA Technical Specifications

EXTRA EQUIPMENTS

« Charge ampermeter
« Moulded case circuit braker (in automatic models)
- Hospital (critical) type silencer
- Noise isolation canopy
+ Mobile - trailer
o - Synchroneous control panel for 2-16 gen-sets
- 4 pole automatic transfer panel
- Fueland oil heater
- Alternator heater
- Automatic fuel filling system
- Fuel-water separation filter

CANOPY

- Noise isolation canopy designed upon modular approach
- Canopy installation executed with screw and nut, without welding process.
- Canopy painted with epoxy polyester powder paint

ENGINE - Canopy designed for easy and swift gen-set maintenance

- Lockable doors on hoth sides of canopy

- Emergency stop button

- Transparent panel inspection hole

- WEICHAI WP series heavy service type gen-set engine
- hcycle, water cooled standard / turbocharged / turbocharged air to air or water
direct injection

- Electronic governor system AUTOMATIC CONTROL PANEL
- 12/24 volt self-starter and charger alternator - LCD display screen + Hardware and materials needed
- Changeable air, fuel and oil filter - Emergency stop button - USB port output

- Tropical type radiator

: - Accumulator charge device
+ Flexible fuel hose

- Qil discharge valf and extensive hose GEN-SET SAFETY PROTECTION & ALARMS
- Industrial type capacity muffler, exhaust spiral or compensator - Engine temperature gauge - Peak current load
- Maintenance free battery + Low oil pressure - Peak and low gen-set voltage and
- Engine block water heater (in automatic models) - Peak and low engine speed frequency
- Diesel gen-set maintenance and operating instructions and electrical circuit - Radiator low water level - Start/ stop failure
diagram
QUALITY STANDARD

Our gen-sets: VDE 0530, BS 4999, BS 5000, IEC 34, TS IS0 8528, TS EN 12601
are manufactured in accordance with the requirements of standards above.

Our company fulfills ISO 9001:2008, IS0 14001:2004, OHSAS 18001:2007
management system requirements, and have the accredited certificates of

Kiwa & MEYER. Also we've GOST-R certificate. Our gen-sets have TS IS0 8528-5,
TS EN 12601 product standard certificates.

Our gen-sets are CE certified in accordance with the requirements of 2000/14/EC,
noise emission directive.

ALTERNATOR

- Brushless, single beded, flexible disc 4 pole synchronic alternator

« Htype isolation class.

« [P 21-23 protection class.

- Self caution,

« Electronic automatic voltage regiilator

- Stator roller 2/3 step for harmonic failure

- Toavoid oil and/or acid in alternator roller isolation lacquer was used.

WY kA

WEICHAI WP Series

Diesel Generator Sets




WEICHAIWP Series

Diesel Generator Sets

WEIGHAIWP Series Diesel Generator Sets 275-360 kVA
| MODEL | ESW25 | ESW290 | ESW330 | ESW360 |

STAND BY
. KW 20 29 %4 28
POWER KVA 250 264 300 37

. PRIVE
= KW 200 Al 240 %2
o
E5  CANOPYDIMENSION Wy Lx H mm 1190 %3900 % 2230 11903900 % 2230 11903900 % 2230 1190 %3900 % 2230
CANOPY WEIGHT ke 2335 2335 2435 2765
OPEN DIMENSION (W xLx H) mm 1150 x 3000 % 2000 1150 % 3000 % 2000 1150 x 3000 x 2000 1150 % 3000 % 2000
OPENWEIGHT kg 1990 1990 2090 2420
BRAND WEICHAI WEICHAI WEICHAI WEICHA
TVPE WP10D200E200.-E WP10D200E200-D WP10D238E200 £ WP1OD264E200.E
STANDBY kW 28 253 287 3
POWER
PRME kW 716 20 261 280
SPEED (rpm) 1500 1500 1500 1500
OYCLE 4 4 4 4
DISPLACEMENT () 9726 9728 9726 9728
NUMBER OF CYLINDERS BINLINE B INLINE BINLINE BINLINE
= BOREANDSTROKE G xmm) 126x130 126130 126x130 126x130
S
=  COMPRESSION RATIO T 174 174 174
GOVERNORTYPE ELECTRONIC
ASPIRATION TURBOCHARGED - AIRTO AIR CHARGE COOLED
COMBUSTION SYSTEM DIRECTINJECTION
COOLING SYSTEM WATER
9100 OF PRIME POWER 1892 5203 5939 6479
FUEL
CONSUMPTION %75 OF PRIME POWER 3703 3939 1468 1842
(ith)
3450 OF PRIME POWER 2591 2783 3054 3291
TOTAL LUBRICATION SYSTEM CAPACITY (i el 3 3 Val

ETKA
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PERK'NS 1033 kVA Technical Specifications

ENGINE

- PERKINS series heavy service type gen-set engine

- &cycle, water cooled standard / turbocharged / turbocharged air to air or water
direct injection

- Mechanic / Rotary type pump

« 12/24 volt self-starter and charger alternator

- Changeable air, fuel and oil filter

- Tropical type radiator

- Flexible fuel hose

- Oil discharge valf and extensive hose

- Industrial type capacity muffler, exhaust spiral or compensator

- Maintenance free battery

- Engine block water heater (in automatic models)

- Diesel gen-set maintenance and operating instructions and electrical circuit
diagram

QUALITY STANDARD

Our gen-sets; VDE 0530, BS 4999, BS 5000, IEC 34, TS IS0 8528, TS EN 12601
are manufactured in accordance with the requirements of standards above.

Our company fulfills ISO 9001:2008, IS0 14001:2004, OHSAS 18001:2007
management system requirements, and have the accredited certificates of

Kiwa & MEYER. Also we've GOST-R certificate. Our gen-sets have TS IS0 8528-5,
TS EN 12601 product standard certificates.

Our gen-sets are CE certified in accordance with the requirements of 2000/14/EC,

noise emission directive.

ALTERNATOR

- Brushless, single beded, flexible disc 4 pole synchronic alternator

« Htype isolation class.

« [P 21-23 protection class.

- Self caution,

- Electronic automatic voltage regiilator

- Stator roller 2/3 step for harmonic failure

- Toavoid oil and/or acid in alternator roller isolation lacquer was used.

PERKINS Serisi

Diesel Generator Sets

EXTRA EQUIPMENTS

- Charge ampermeter

- Moulded case circuit braker (in automatic models)
- Hospital (critical) type silencer

- Noise isolation canopy

- Mobile - trailer

- Synchroneous control panel for 2-16 gen-sets
- 4 pole automatic transfer panel

- Fuel and oil heater

- Alternator heater

- Automatic fuel filling system

- Fuel-water separation filter

CANOPY

- Noise isolation canopy designed upon modular approach

- Canopy installation executed with screw and nut, without welding process.
- Canopy painted with epoxy polyester powder paint

- Canopy designed for easy and swift gen-set maintenance

- Lockable doors on hoth sides of canopy

- Emergency stop button

- Transparent panel inspection hole

AUTOMATIC CONTROL PANEL

- LCD display screen
- Emergency stop button
- Accumulator charge device

GEN-SET SAFETY PROTECTION & ALARMS

- Engine temperature gauge « Peak current load

+ Low oil pressure - Peak and low gen-set voltage and
- Peak and low engine speed frequency

- Radiator low water level - Start / stop failure

- Hardware and materials needed
- USB port output

wua L@
U AN
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Diesel Generator Sets

PERKINS Series Diesel Generator Sets 10-33 kVA
. MDEL | PP | EP5 | BB | P

STAND BY

GEN-SET kW

POWER KVA

PRIME
kW

GROUP

CANOPY DIMENSION (W x Lx HY mm
CANOPY WEIGHT kg
OPEN DIMENSION (W x Lx H) mm
OPEN WEIGHT kg
BRAND
TYPE

STAND BY kW
POWER

PRIME kW

SPEED (rpm)
CYCLE
DISPLACEMENT (19
NUMBER OF CYLINDERS

BORE AND STROKE (mm x mm)

ENGINE

COMPRESSION RATIO
GOVERNORTYPE
ASPIRATION
COMBUSTION SYSTEM
COOLING SYSTEM
%100 OF PRIME POWER
FUEL

CONSUMPTION
(ItZh)

%15 OF PRIME POWER
%50 OF PRIME POWER
TOTALLUBRICATION SYSTEM CAPACITY (It)

ETKA

8
g
12
840 x 2200 x 1600
544
800 x 1420 x 1205
394
PERKINS
403D-1G
83
84
1500
4
1131
JINLINE
TIx 81
2301

260
2,00
2,00
49

1.6
13
104
840 x 2200 x 1600
637
800 x 1420 x 1205
481
PERKINS
403D-15G
13.2
12
1500
4
1496
3INLINE
84x90
2254
MECHANICALLY

NATURALLY

INDIRECTINJECTION
WATER
3,60
280
2,00
49

18
203
16,2

840 x 2200 x 1600

697

800 x 1420 x 1205

o
PERKINS
404D-22G
203
184
1500
4
2216
4INLINE
84x100
233:1

530
4,00
290
10,6

264
30
24
1040 x 2350 x 1600
930
1000 x 1610 x 1350
135
PERKINS
1103A-33G
304
2]
1500
4
33
JINLINE
105x127
19.25:1
ROTARY TYPE PUMP

DIRECT INJECTION

710
540
390
19
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Diesel Generator Sets

PERKINS Series Diesel Generator Sets 49-112 kVA
| MODEL | BP9 | P66 | EPTI | PGB | EPI2

ETKA

5
STAND BY
- KW 397 528 572 104 895
POWER KVA 5 60 65 80 1014
PRIVE
= KW 3 1 5 64 814
o
5 CANOPY DIMENSION OWx Lx H)rm 1040x2750x 700 1040x 27501700 1040x 27507100 1040 2750x1100 1040 x 2750 x 7100
CANOPY WEIGHT ke 1065 1091 1160 1206 1308
OPEN DIMENSION (W x Lx H) mm 1000x1850x1370  1000x1850x1370  1000x 18501370 1000x18501370 1000 1850 x1370
OPEN WEIGHT kg 855 81 950 996 1098
BRAND PERKINS PERKINS PERKINS PERKINS PERKINS
TVPE 1103A.33TGH 1103433762 T104A TG T0AALATGR 1104C 44TAG2
STANDBY kW 156 593 643 791 995
POWER
PRIME KW n3 538 584 79 90,
SPEED (rpm) 1500 1500 1500 1500 1500
OYOLE 4 4 4 4 4
DISPLACEMENT (1 33 33 14 14 1
NUMBER OF CYLINDERS 3INLINE 3INLINE HINUNE HINUNE 4INLINE
L., BOREAND STROKE Grm x ) 105x127 105x127 105x127 105x127 105127
=
S COMPRESSIONRATIO 125:1 125:1 125:1 125:1 1821
Ll
GOVERNOR TYPE ROTARY TYPE PUMP
TURBOCHARGED -
ASPIRATION TURBOCHARGED AIRTO AIR CHARGE
COOLED
COMBUSTION SYSTEM DIRECTINJECTION
COOLING SYSTEM WATER
3100 OF PRIME POWER 1070 1390 1480 1870 22,60
FUEL
CONSUMPTION %75 OF PRIME POWER 820 1040 120 18,00 110
(vh)
3450 OF PRIME POWER 570 720 8,00 970 1120
TOTAL LUBRICATION SYSTEM CAPACITY () 19 19 8 8 8
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Diesel Generator Sets

PERKINS Series Diesel Generator Sets 100-200 kVA
| MODEL | P00 | P50 | P65 | EP200

STAND BY

GEN - SET
POWER

PRIME

GROUP

CANOPY WEIGHT kg
OPEN DIMENSION (W x Lx H) mm
OPEN WEIGHT kg
BRAND
TYPE

STAND BY
POWER

PRIME

SPEED (rpm)
CYCLE
DISPLACEMENT (19
NUMBER OF CYLINDERS

BORE AND STROKE (mm x mm)

ENGINE

COMPRESSION RATIO
GOVERNORTYPE
ASPIRATION
COMBUSTION SYSTEM
COOLING SYSTEM

%100 OF PRIME POWER

FUEL

CONSUMPTION %75 OF PRIME POWER

(ItZh)

%50 OF PRIME POWER
TOTALLUBRICATION SYSTEM CAPACITY (It)

ETKA

CANOPY DIMENSION (W x Lx HY mm

kW

kVA

kW

kW
kW

80
90
812
1090 x 3200 x 2000
1428
1050 x 2300 x 1500
1158
PERKINS
1006TG1A
92
83
1500
4
599
GINLINE
100x127
16,0:1

TURBOCHARGED

2180

16,50
1140
16

120 132
135 150
108 120
1090 x 3200 x 2000 1030x 3200 x 2000
1558 1596
1050x 2300 x 1680 1050 x 2300 x 1680
1288 1326
PERKINS PERKINS
1006TAG 1006TAG2
134 143
121 129
1500 1500
4 4
599 599
B INLINE GINLINE
100x127 100x121
17:01 17:01
ROTARY TYPE PUMP

160
180
144

1090 x 3200 x 2000

1794

1050x 2300 x 1600

1504
PERKINS
1106C-E66TAGA
1755
1584
1500
4
6,6
GINLINE
105x127
16,2:1
ELECTRONIC

TURBOCHARGED - AIRTO AIR CHARGE COOLED

DIRECT INJECTION
WATER
31,50 41,00
2410 31,00
16,50 20,00
19 19

40,20
31,00

20,50
16,5
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Diesel Generator Sets

PERKINS Series Diesel Generator Sets 225-330 kVA
| MODEL | EP225 | EP2S0 | EPI5 | EP300 | EP330

STANDBY
- KW 180 200 20 20 264
AU KA 200 25 250 /i3 300
% T 160 180 200 20 240
5 CANOPYDIMENSION W Lx H) mm 190x3500x2230  1190x3500x2230  1190x3500x2230  1190x3500%2230 1190 x 35002230
CANOPY WEIGHT kg 250 2350 2430 210 3260
OPEN DIMENSION (W x L H) rm 50x3000x1950  1150x3000x1950  1150x3000x1950  1150x3000x790 115030001730
OPENWEIGHT kg 1910 2010 2090 2810 2920
BRAND PERKINS PERKINS PERKINS PERKINS PERKINS
TvPE BOGALBTIAGS  [130GALSTIAGE  [30GALSTIAGS  I60GALOSTAGH  160A-ESTAG
STNDBY KW 199 il 29 %1 2]
POWER
PRVE kW 180 198 o 29 %1
SPEED (pm) 1500 1500 1500 1500 1500
CYCLE 4 4 4 4 4
DISPLACEMENT (1) 8] 87 8] 93 93
NUMBER OF CYLINDERS BINLINE BINLINE BINLINE BINLINE BINLINE
Lt BOREAND STROKE (mm xmm) 1661359 16,6 x1359 1661359 M1 11146
‘u;f COMPRESSION RATIO 169:1 16.9:1 169:1 21 1424
GOVERNOR TYPE FLECTRONIC
ASPIRATION TURBOCHARGED - AIR TO AIR CHARGE COOLED .
COMBUSTION SYSTEM DIRECTINJEGTION
COOLING SYSTEM WATER
54100 OF PRIV POWER 46,00 50,00 54,00 55,50 64,80
CONSUMPTION 50 PRIVEPOWER 37,00 3300 1300 330 50,20
w %50 OF PRIVE POWER 21,00 2900 3100 3120 35,80
TOTAL LUBRICATION SYSTEM CAPACITY (1) %4 %64 %4 % 3
A N 4

ETKA
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Diesel Generator Sets

PERKINS Series Diesel Generator Sets 400-550 kVA
| MODEL | EP400 | EP450 | EPS0 | PS50

GROUP

ENGINE

STAND BY

GEN-SET kW

POWER KVA

PRIME
kw
CANOPY DIMENSION (W x Lx HY mm
CANOPY WEIGHT kg
OPEN DIMENSION (W x Lx H) mm
OPEN WEIGHT kg
BRAND
TYPE
STAND BY kW
POWER
PRIME kW
SPEED (rpm)
CYCLE
DISPLACEMENT (19
NUMBER OF CYLINDERS
BORE AND STROKE (mm x mm)
COMPRESSION RATIO
GOVERNORTYPE
ASPIRATION
COMBUSTION SYSTEM
COOLING SYSTEM
%100 OF PRIME POWER
FUEL

CONSUMPTION
(It7h)

%15 OF PRIME POWER
%50 OF PRIME POWER
TOTALLUBRICATION SYSTEM CAPACITY (It)

ETKA

320
350
280
1500 x 4400 x 2210
3864
1500 x 3600 x 2130
3229
PERKINS
2206A-E13TAG2
349
305
1500
4
125
G INLINE
130 x157
16.3:1

11,00

54,00

31,00
40

360
400
320
1500 x 4400 x 2210
4000
1500 x 3600 x 2130
3365
PERKINS
2206A-E13TAG3
392
349
1500
4
125
B INLINE
130 x157
16.3:1

400
455
364
1500 x 4400 x 2210
4050
1500 x 3600 x 2130
341
PERKINS
2506A-E15TAGT
434
396
1500
4
152
GINLINE
137x1N
16,0:1

ELECTRONIC

TURBOCHARGED - AIRTO AIR CHARGE COOLED

DIRECT INJECTION

81,00

62,00

42,00
40

95,00

12,00

50,00
62

440
500
400
1500 x 4400 x 2210
4050
1500 x 3600 x 2130
341
PERKINS
2506A-E15TAG2
418
435
1500
4
15,2
GINLINE
137x1N
16,01

100,00

16,00

53,00
62



PERKINS Serisi

Diesel Generator Sets

PERKINS Series Diesel Generator Sets 630-700 kVA
| MODE | EP630 | EPBE0 | EPIO0 |

GROUP

ENGINE

STAND BY

GEN-SET kW

POWER KVA

PRIME
kW
CANOPY DIMENSION (W x Lx HY mm
CANOPY WEIGHT kg
OPEN DIMENSION (W x L x H) mm
OPEN WEIGHT kg
BRAND
TYPE
STAND BY kW
POWER
PRIME kW
SPEED (rpm)
CYCLE
DISPLACEMENT (19
NUMBER OF CYLINDERS
BORE AND STROKE (mm x mm)
COMPRESSION RATIO
GOVERNORTYPE
ASPIRATION
COMBUSTION SYSTEM
COOLING SYSTEM
%100 OF PRIME POWER
FUEL

CONSUMPTION
(It/h)

%15 OF PRIME POWER
%50 OF PRIME POWER
TOTAL LUBRICATION SYSTEM CAPACITY (It)

ETKA

504
600
480
1700 x 4400 x 2310
4893
1700 x 3500 x 2190
4193
PERKINS
2806A-E18TAGIA
574
522
1500
4
18,1
GINLINE
145x183
145:1

4

8591

58,23
62

528
600
480
1700 x 4400 x 2310
4893
1700x 3500 x 2190
4193
PERKINS
2806A-E18TAGIA
574
522

BINLINE
145x183
145:1
ELECTRONIC
TURBOCHARGED - AIRTO AIR CHARGE COOLED
DIRECT INJECTION
WATER
123,00
90,00
61,00
62

560
650
520
1700 x 4400 x 2310
5035
1700 x 3500 x 2190
4335
PERKINS
2806A-E18TAG2
609
565
1500
4
18,13
GINLINE
145x183
145:1

132,00

91,00

66,00
62
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Diesel Generator Sets

PERKINS Series Diesel Generator Sets 825-1125 kVA
| MODEL | EPB25 | EP9O0 | EP9S0 | EPIOOO | EPII25

1002 1125
STAND BY
- KW 660 720 760 802 900
POWER KVA 750 800 850 g1 1022
o PRIVE
= KW 600 640 680 128 818
o
5 CANOPY DIMENSION W Lx H)rm 1900x5050x 2870 1900x5050x 2870 2250 X 6715x 2750 2250 x6715x 2150 2250 x 6775 x 2750
CANOPY WEIGHT ke 6240 6320 9150 9200 9300
OPEN DIMENSION (W xLx H) mm 1900x4000% 2264 1900 x4000x 2264 2250 x46T5x 2576 2250 x 46752576 2250 x 4675 x 2576
OPEN WEIGHT kg 5350 5430 7150 7150 7200
CONTAINER DIMENSION 0Wx Lx ) mm 2400%59680x 2782 2400x5960x 2782 2400x7360x 2182 2400x7380x 2782 2400 x 1360 x 2782
CONTAINER WEIGHT ke 7559 7559 9487 9487 9649
BRAND PERKINS PERKINS PERKINS PERKINS PERKINS
TVPE 1008.23TAG2A  4008-23TAG3A 4008TAGIA 4008TAGIA 4008TAG2A
STANDBY kW 695 780 844 844 947
POWER
PRME kW 632 679 767 767 861
SPEED (rpm) 1500 1500 1500 1500 1500
OYCLE 4 4 4 4 4
DISPLACEMENT (1) 2.9 2971 30,561 30,561 30,561
== NUMBEROFCYLINDERS B IN LINE B IN LINE 8 IN LINE 8 IN LINE 8 IN LINE
S
= BOREAND STROKE (mm xmm) 160 %190 160 %190 160 %190 160190 160190
COMPRESSION RATIO 1361 1361 1361 1361 1361
GOVERNORTYPE ELECTRONIC
ASPIRATION TURBOCHARGED - AIR TO AIR CHARGE COOLED
COMBUSTION SYSTEM DIRECT INJECTION
COOLING SYSTEM WATER
34100 OF PRIME POWER 155,00 172,00 185.25 195,00 215,00
FUEL
CONSUMPTION %75 OF PRIME POWER 117,00 130,00 13585 143,00 162,00
(i)
3450 OF PRIME POWER 80,00 90,00 9240 98,00 100
TOTAL LUBRICATION SYSTEM CAPACITY () 134 134 153 153 153

ETKA
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Diesel Generator Sets

PERKINS Series Diesel Generator Sets 1385-1880 kVA
| MODEL_ | EPI385 | EPIS00 | EPIS00 | EPI656 | EPIBBD

1385 1500 1500 1656 1880
STANDBY
- KW 1108 1200 1200 1325 1504
AU KA 1250 1364 1364 1505 Mo
o PRIVE
=) W 1000 1092 1091 1204 1368
5 CANOPYDIMENSION W x L H) mm 2100x6250x 2810 2250 x 6250 x 2810 N/A N/A N/A
CANOPY WEIGHT kg 11980 12310 N/A N/A N/A
OPEN DIVENSION (W x Lx H) rm 2100X5000% 2189 2250x5000x 2189 2192x550x2400  2192x5150% 2400 2180 x 5150 x 2400
OPENWEIGHT kg 9356 9356 9350 9634 10172
CONTAINER DIMENSION W/x Lx Fom 200X7360x 2782 2400%7360x 2782 2450x7000%2900 2450x7000x2900 2450 x7000 % 2900
CONTAINER WEIGHT kg 11980 12310 13134 13672 14182
BRAND PERKINS PERKINS PERKINS PERKINS PERKINS
TVPE A0DAGTWG2A  AOAGTWO3A  AOIZGTAGIA  AOIAGTAG2A  AOT2-GTAG3A
STNDBY KW 1166 1263 183 1395 1583
POWER
PRIME KW 1055 119 1148 1267 1840
SPEED (rp) 1500 1500 1500 1500 1500
CYCLE j 3 4 4 4
DISPLACEMENT (1) 1548 15482 45,842 45,842 45,842
Ll NUMBER OF CYLINDERS 1-60°V 12-60°V 1-60°V 1-60°V 1-60°V
‘_;':’ BORE AND STROKE (nm x mm) 160190 160190 160190 160190 160 %190
COMPRESSIONRATIO 1364 1364 1364 1361 1304
GOVERNORTVPE ELECTRONIC
ASPIRATION RO NAER ARt S00LED TURBOCHARGED - AIR TO AIR CHARGE COOLED
COMBUSTION SYSTEM DIRECT INJECTION
COOLING SYSTEM WATER
54100 OF PRIVE POWER 259,00 283,00 281,00 310,00 370,00
CONSUMPTION  W50FPRIVEPOWER 196,00 213,00 212,00 234,00 275,00
w %50 OF PRIVE POWER 143,00 151,00 154,00 157,00 187,00
TOTAL LUBRICATION SYSTEM CAPACITY (1) m m m m m
A N\ 4

ETKA
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Diesel Generator Sets

PERKINS Series Diesel Generator Sets 2028-2500 kVA

MODEL
KVA

STAND BY

GEN - SET kW

POWER KVA

PRIME
kw

GROUP

CANOPY DIMENSION (W x L x H) mm
CANOPY WEIGHT kg
OPEN DIMENSION (W x Lx H) mm
OPEN WEIGHT kg
CONTAINER DIMENSION (W x Lx HYmm
CONTAINER WEIGHT kg
BRAND
TVPE

STAND BY kw
POWER

PRIME kw

SPEED (rpm)
CYCLE
DISPLACEMENT (It
NUMBER OF CYLINDERS

BORE AND STROKE (mm x mm)

ENGINE

COMPRESSION RATIO
GOVERNORTYPE

ASPIRATION

COMBUSTION SYSTEM
COOLING SYSTEM

%100 OF PRIME POWER
FUEL
CONSUMPTION %75 OF PRIME POWER
(It/h)

%50 OF PRIME POWER

TOTAL LUBRICATION SYSTEM CAPACITY (1t

-V ETKA

2028 2264
1622 1811
1844 2058
1476 1646
N/A N/A
N/A N/A
2260 x 5620 x 3420 2260 x 5620 x 3420
12316 12600
N/A N/A
N/A N/A
PERKINS PERKINS
4016TAGIA 4016TAG2A
1690 1886
1631 1715
1500 1500
4 4
61,123 61,123
16-60°V 16-60°V
160x190 160x130
136:1 136:1
ELECTRONIC

TURBOCHARGED - AIRTO AIR CHARGE COOLED

DIRECT INJECTION

WATER
383,00 434,00
211,00 316,00
185,00 210,00
2312 2312

(P08 | 2264 | EP2500

2500
2000
2250
1800
N/A
N/A
2260 x 6620 x 3420
12650
N/A
N/A
PERKINS
4016-61TRG3
2083
1875
1500
4
61,123
16-60°V
160x190
13,0:1

TURBOCHARGED -
AIR TO WATER CHARGE COOLED

REMOTE RADIATOR
410,00
344,00
234,00

2312
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EMSA Mobile Lighting Tower

Generator set is mounted on a trailer with a torsion axle, automatic braking
equipment. There are 4 - 6 pieces of metal halide projector. Vertical tower is
galvanized, mechanically reaches a height of 9 m. Each set has four pillars
of stability. Each lamp consists of on / off switches There is a 220 V. socket
on a protection canopy

340°

EMSA Mobile Lighting Tower




EMSA Mobhile Lighting Tower

EMSA Mobile Lighting Tower

TYPE MECHANICAL / HYDRAULIC

VOLTAGE 220/380
FREQUENCY 50
BRAND KUBOTA EMSA
TYPE DI1005-BG2 £4-2.21D
POWER (PRIMD) kW 84 19
SPEED (rpm) 1500
DISPLACEMENT (1) 1123 2156

Ll

=

S BORE& STROKE (mm x mm) 78 X784 85X 90

=
NUMBER OF CYLINDERS 3 4
GOVERNORTYPE MECHANICAL
ASPIRATION NATURALLY
COMBUSTION SYSTEM DIRECT INJECTION
FUEL CONSUMPTION 20 5,62
BRAND LINZ EMSA
TYPE SYNCHRON - BRUSHLESS

&S  POWERGVA 1517

=

=  FREQUENCY (Hz) 50

—

=  VOLTAGE 220/380
INSULATION SYSTEM H
PROTECTION P23

ETKA



WE ’ CHA’ powered

Diesel Generator Sets

) 23 56 42 64
) 23 56 43 56
) 23 56 45 72
) 23 56 45 73

: +213 (0) 23 56 45 40
: +213 (0) 23 56 42 33

EMSA powered

Diesel Generator Sets

48, Djenane El Afia Bir Khadem - Alger.

) 23 56 41 51
) 23 56 42 54
) 23 56 42 62

= +213 (0) 23 56 44 45
+213 (0) 23 56 41 49

www.etkapower.com

e-mail: etkapower@yahoo.fr
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